
 

   

Gymnasium Equipment 
Specifications  

  
 

RS 200 Single Post Ceiling Mounted Basketball Backstop

SUPPLY & INSTALL:   

RS 200 Single Mast Backstops (forward, reverse, and side folding), as supplied by 
Royal Stewart Ltd.   

To be mounted to ceiling structure as per architectural drawings or building 
conditions.   

The main mast shall be made using 5” x 5” (127mm) square tubing. 

Top “T” shall be made using 5” (127mm) C‐channel. 

Top “T” and main mast shall be attached to superstructure by two 
(2) only adjustable 1” threaded rods. 

Front and side braces shall be made using 2” x 2” (50mm) square 
tubing.   

3 ½” (89 mm) O.D. superstructure will be custom designed and 
furnished.   

Dead end of ¼” (6 mm) aircraft cable shall be fastened to a lubricated 
rolling sleeve, allowing the cable to pull in any direction. Hoisting system 
shall use 4” (100 mm) ball bearing pulleys.   

Steel frame shall be painted satin black or primed at factory and 
painted on site by painting sub contractor.   

Backstop shall be electrically operated by means of the RS 340 ¾ HP electric 
winch with grooved drum and key‐operated switch that shall be supplied by 
equipment supplier.   

All wiring and final hook up shall be the responsibility of the electrical 
contractor.     

All accessories to be supplied as specified.

Leaders in Auditorium   Sports Facilities 
Spectator Seating / Basketball Backstops / Scoreboards / Gym Dividers / Volleyball Post Systems 
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